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PERSIST RED GREASE

PROBLEM SOLVER

PROBLEM:
Finding a high-performance grease with staying power for  
high-temperature applications
•	Ordinary grease has no additives to protect metal surfaces in heavy load applications

• Ordinary grease will not withstand a heavy shock load

•	Little or no tackifiers to provide staying power and resist pound-out

•	Low dropping point – ineffective in high-temperature applications

Many Customers Have Experienced The Following:

FEATURES:
•	Contains rust, corrosion and oxidation inhibitors 

• Extreme pressure and anti-wear additives give Persist a 65 Timkin load rating

•	Operating range of –40°F to +500°F (–40°C to +260°C) for continuous protection

•	Acceptable for use in federally inspected meat and poultry plants

•	Resistant to water washout and shock impact

SOLUTION:
Drummond™ Persist Red Grease
Persist is an all-purpose, non-melt grease that is formulated with extreme pressure 
and anti-wear additives for staying power and pound-out resistance. It protects 
surfaces long after ordinary greases are squeezed out. Persist has a high temperature 
rating of +500°F (260°C), and reduces lubrication frequency and grease costs. 

• Rust, corrosion and oxidation inhibitors to help resist water, steam, salt spray  
and most acids

• Extreme-pressure and anti-wear additives 

• Tackifiers and adhesive/cohesive additives that provide staying power, resist shock 
impact and won’t pound out – grease stays where it is applied

“Let me show you how it works”


