LP466 Nylon-Insulated Terminals and Q.C. Crimping Tool 1.866.520.7664 wiw lawsonproducts.com
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Ring Tongue Fully Insulated Ring Tongue Ring Tongue Ring Tongue
22-18 Ga. 16—14 Ga. 16-14 Ga. 12-10 Ga. 12-10 Ga.
No. 10 Stud .250 Tab Width 1/4 Stud 3/8 Stud 1/2 Stud
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Female Quick Slide o
Ring Tongue Fully Insulated Ring Tongue Ring Tongue Snap Spade
22-18 Ga. 16—14 Ga. 16-14 Ga. 12-10 Ga. 12-10 Ga.
No. 8 Stud .250 Tab Width No. 10 Stud 5/16 Stud 1/4 Stud
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Ring Tongue Snap Spade Ring Tongue Ring Tongue Snap Spade
22-18 Ga. 16—14 Ga. 16-14 Ga. 12-10 Ga. 12-10 Ga.
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Snap Spade Ring Tongue
Superbutt Connector 16-14 Ga. Superbutt Connector 12-10 Ga. Superbutt Connector Q.C. Crimping Tool
22-18 Ga. No. 8 Stud 16-14 Ga. No. 10 Stud 12-10 Ga. (Not Actual Size)
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NOTE: Bottom of backplate represents front of LP drawer.
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