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1/4" UltraCon® Masonry Anchors

PHOTOS ACTUAL SIZE

*96932*
96932

Phillips Flat Head
1/4 x 3-3/4

(Use 96939 Drill Bit)

LP468 / LP468BL

A12 / A12BL

*96933*
96933

Phillips Flat Head
1/4 x 4

(Use 96939 Drill Bit)

*96917*
96917

Hex Washer Head
1/4 x 3-1/4

(Use 96939 Drill Bit)

*96919*
96919

Hex Washer Head
1/4 x 4

(Use 96939 Drill Bit)

*96929*
96929

Phillips Flat Head
1/4 x 2-1/4

(Use 96938 Drill Bit)

*96928*
96928

Phillips Flat Head
1/4 x 1-3/4

(Use 96937 Drill Bit)

*96930*
96930

Phillips Flat Head
1/4 x 2-3/4

(Use 96938 Drill Bit)

*96927*
96927

Phillips Flat Head 1/4 x 1-1/4
(Use 96937 Drill Bit)

*96915*
96915

Hex Washer Head
1/4 x 2-1/4

(Use 96938 Drill Bit)

*96916*
96916

Hex Washer Head
1/4 x 2-3/4

(Use 96938 Drill Bit)

*96913*
96913

Hex Washer Head 1/4 x 1-1/4
(Use 96937 Drill Bit)

*1677555*
1677555

3/16 x 5-1/2 Drill Bit

*96914*
96914

Hex Washer Head
1/4 x 1-3/4

(Use 96937 Drill Bit)


